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Abstract. The structure and hardness of the surface-welds and fusion-welds made on a 2017A aluminum alloy waveguide using the MIG
and TIG methods with and without the participation of ultrasonic vibrations were examined. Cross-sections of the fusions and surface-welds
thus obtained were observed in a microscope and the hardness distributions were determined.

The aim of the study was to analyze the effects of the ultrasonic vibrations applied to the melted metal pool by a vibrating substrate
which in our experiments was a waveguide. The interactions of the ultrasonic vibrations with the molten metal during its solidification and
also with the heat-affected zone were examined at various phases of the vibration wave. The ultrasonic vibrations affected the structure of
a weld. These changes are strongly depended on the wave phase.
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1. Introduction

Studies performed thus far have shown that mechanical vibra-
tions affect in an obvious manner the structure and properties
of welded joints [1–3]. Irrespective of the parent metal and
the welding method, the vibrations change the structure in
both the melted zone and the heat-affected zone (HAZ). The
literature reports describe various ways of introducing vibra-
tions into the welding zone, such as e.g. electric-arc vibrations
[4, 5], thermal effects of a coherent laser beam [6], or the di-
rect introduction of the vibrations into the material through
a waveguide [7].

Most authors are not, however, concerned with the techni-
cal aspects of the mechanical vibration-enhance welding op-
eration, whereas in order to control the phenomena that then
occur and to describe quantitatively their influence on the fi-
nal structures in a reliable manner, these aspects seem to be
crucial. It is also important to examine the effect of the phase
and amplitude of the vibration wave on the structure and prop-
erties of the welds. In view of the increasing use of aluminum
alloys in the automobile and aircraft industries with the aim to
reduce the weight of the vehicles while preserving the rigidity
and mechanical strength of their structure, the need has arisen
for high-quality welding joints. The possibility of welding the
aluminum alloys with a high quality of the welded structures
is the key problem in the manufacture of automobiles, air-
craft and sporting equipment. The methods of improving the
weldability without the need for heat treatments are especial-
ly interesting since they give chance to reduce the production
costs and time-consumption. The problems of improving the
weldability of aluminum alloys and steel are discussed in [7].
The authors achieved a reduction of the grain size and hard-
ness of the welds, and their decrease in the heat-affected zone.
However, the methods of introducing the vibrations into the

welding zone, the control of their amplitude and energy seem
to be unclear and doubtful.

The authors of ref. [8] used the GTA method for welding
the high-strength 7075 aluminum alloy subjecting it to me-
chanical vibrations with the frequency ranging from 105 Hz
to 2050 Hz. At frequencies of 1025 Hz and 2050 Hz, they
observed a decrease of the susceptibility to hot-cracking of
the weld, but it increased again at 2051 Hz. Welding at fre-
quencies from 1025 Hz to 2050 Hz gave a refining of the
structure, more effective than welding at lower frequencies.
The joint welded without the assistance of vibrations had a
coarse-grained structure.

The application of mechanical vibrations in welding
processes leading to the improvement of the structure and
properties of the welded joints is also described in refs [9–
14].

In general, it can be concluded that the mechanical vi-
brations improve the structure and mechanical properties of
certain zones of welded joints. Other investigators [15] used
ultrasonic vibration-enhanced laser welding which improved
the regularity of the weld-face shape, increased the depth of
the fusion, and reduced the probability of the occurrence of
cracks and porosity thanks to the decrease of the turbulent
flow in the molten pool.

In order to achieve the desired structural changes and ad-
vantageous properties of the fusions and surface-welds weld-
ed with the assistance of vibrations, it is necessary to control
fully the course of the vibration wave, the direction of its
introduction, and also to have under control the heat cycle.
Publications which analyze the effect of the vibration para-
meters on the structure and properties of welded structures
are scarce [11–15], which may be associated with the great
difficulties, encountered in the mechanical vibration-assisted
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welding processes with controlling the effect of heat on the
vibrating system.

Our earlier experiments [1–3] have shown that whether
the changes occurring in a given zone of the weld due to
vibrations are positive or negative they depend on the vibra-
tion wave phase. The present paper describes the results of
the analysis of the effect of the ultrasound wave phase on the
individual zones which are formed during arc-welding.

Moreover, there are potential chances of employing the
mechanical vibrations in conventional welding processes. In
certain applications it may be important to produce homoge-
nous composite protective coatings based on ceramic or inter-
metallic materials [16–18], to develop methods involving the
periodic variation of pressure in the melting pool as e.g. is
the case in plasma-hardfacing [19] or in the segregation and
agglomeration of the structural components [20, 21], or even
to intensification of solid state diffusion [22, 23], and finally
in all welding processes where the mechanical properties of
the weld can be modified by modifying the material struc-
ture [24]. In all these processes, mechanical vibrations may
have advantageous effect and improve the mechanical prop-
erties of the final product, provided that the process of their
propagation is fully controlled.

2. Strain-stress relationship

To select the characteristic and representative regions for
structural and hardness examinations we analyzed the strain-
stress behavior of the ultrasonic vibrations and the elastic
stresses induced in the elastic medium i.e. in a 2017A al-
loy waveguide with the length z equal to the wavelength λ.
The vibration parameters adopted in the analysis were: fre-
quency f = 20 kHz, amplitude A = 10 µm, wavelength
λ = 0.254 m equal to the waveguide length, the 2017A alu-
minum alloy density ρ = 2800 kg/m3, wave velocity in solid
state of aluminum alloy c = 5080 m/s, Poisson ratio ν = 0.33,
and Young modulus E = 72.5 GPa.

It has been assumed that the longitudinal displacement εL

and transverse displacement εT for standing wave are given
by (1, 2) [25, 26]:
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where ϕ is the phase shift angle (0-2π).
The pressure of the vibration, longitudinal stress σ, the

transverse (shear) stress τ , and the stresses reduced according
to the Huber hypothesis σZ were calculated respectively from
(3–6):
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Figures 1 and 2 show the displacements (deformations) and
stresses induced in the waveguide by the vibrations.

Fig. 1. Longitudinal displacement εL and transversal displacement
εT in a waveguide with the length z = λ

Fig. 2. Distribution of axial stresses σ, transverse stresses τ , and
reduced stresses σZ in a waveguide with the length z = λ

The spatial variation of the displacements and stresses ver-
sus z induced in an elastic medium with the waveguide length
is shown in Fig. 3.

It can be seen from Figs. 1–3 that there is symmetry
in the vibration wave between the regions: 1/4λ, 3/4λ, and
λ = 0, 1/2λ, λ. This symmetry accrued because of stag-
nant character of vibration wave in waveguide. Hence, to find
the representative results for the characteristic regions of the
waveguide, it is sufficient to examine the structures and hard-
ness only in two selected regions, such as e.g. at the distance
z = 1/2λ = 0.127 m and z = 3/4λ = 0.1905 m from the
fixture point of the waveguide in the vibrating system.
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a) b)

Fig. 3. Spatial distribution of: a) displacements, b) the stresses reduced according to the Huber hypothesis along the length of a waveguide
with z = λ

3. Experiments

The experiments included surface-welding and fusing on a
2017A aluminum alloy waveguide in the form of a cylin-
der 0.045m in diameter and 0.254 m long using the MIG
and TIG methods. The waveguide length was selected so that
it was equal to the wavelength 1 λ (corresponding to a vi-
bration frequency of 20 kHz). The study had the compar-
ative character i.e. the structure and hardness of the various
welds obtained with and without the participation of ultrason-
ic vibrations were compared. Even though the 2017A alloy is
commonly considered to be difficult to weld because of the
increased probability of stress-induced corrosion, its mechan-
ical properties are very interesting in spite of its low density.
The chemical composition and some properties of the used

materials are given in Table 1.

The experimental set-up (Fig. 4) consisted of a waveguide
coupled, through a concentrator, with a ceramic transduc-
er supplied from a GUZ 20 2500 W ultrasonic generator,
manufactured by the Tele-Radiotechnical Institute, an ARIS-
TOTIG 200 AC/DC welding machine designed for TIG weld-
ing (ESAB Co.), a Fronius ALU Edition source intended for
the MIG method, and a mechanized set for straight-line weld-
ing (Fronius Co), which was coupled with the welding equip-
ment so that the start of the arc and the start of the head travel
were synchronized. In both techniques examined the welding
holder was fixed to an arm of the mechanized set and posi-
tioned to be suitable for flat welding (the main axis of the
torch positioned vertically).

Table 1
Chemical composition and properties of the materials used in the experiments [27, 28]

2017
Si Fe Cu Mn Mg Cr Zn Ti

0.5 0.7 4 0.7 0.6 0.1 0.25 0.15
TL[◦C]

510
TS [◦C]

645
Rm [MPa]

380
Re [MPa]

250
E [GPa]

72.5
ν

0.33
ρ [kg/m3]
2.8 · 10

3

k [W/mK]
170

5056
Si Fe Cu Mn Mg Cr Zn Ti

0.08 0.7 0.01 0.11 4.9 0.07 0.03 0.06
TL [◦C]

500
TS [◦C]

630
Rm [MPa]

250
Re [MPa]

220
E [GPa]

65
ν

0.30
ρ [kg/m3]
2.8 · 10

3

k [W/mK]
125

TL, TS – liquidus and solidus temperature, Re – plasticity limit, Rm, – ultimate tensile strength, E – Young
module, k – coefficient of thermal conductivity, ν – Poisson ratio, ρ – density

Fig. 4. Experimental set-up: 1 – welding torch, 2 – linear manipulator, 3 – waveguide, 4 – ultrasonic transducer, 5 – concentrator
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In TIG welding, the electrode was made of WC 20 Grey
tungsten with a diameter of 2.4 mm and a spherical tip.
The molten pool was protected by argon, flown at a rate of
11 l/min. The supply was an alternating or constant electric
current of intensity of 150 A and frequency of 30 Hz. The
welding speed was 0.0025 m/s.

In MIG welding we used a 5056 aluminum alloy wire
1.2 mm in diameter. The process was also entirely automat-
ed. Also in this experiment the gas protecting the molten pool
was argon with a flow rate of 17 l/min. The electric current
intensity was 167 A, the arc voltage was 19.4 V, and the
welding speed was 0.0122 m/s.

After each pass of the welding head, the waveguide was
cooled to a room temperature. The consecutive fusions were
welded along the cylinder generator, at every 45◦, so as to pre-
vent the subsequent thermal cycles from affecting each other.

Figure 5 shows the appearance of the fusion-welds ob-
tained by TIG AC, with and without the participation of ul-
trasounds. We can see great differences between the welds
produced with and without the assistance of ultrasound. The
weld produced without the participation of ultrasonic vibra-
tions (Fig. 5a, b) contains local open porosity, its weld-face is
uniform, flat, and free of unevenness which is observed after
ultrasonic welding. It can also be seen that the fusion line
is ‘jerked’, discontinuous, and, in the central region of the
weld face, a distinguishable lighter-color zone, 1.5 mm wide,
occurs.

In the photographs showing the two zones characteristic
of the course of the ultrasonic wave (Fig. 5b, c) we can see
significant differences in the appearance of the weld face. At
z = 0.127 m, (1/2λ), which is the distance from the fixed
waveguide end, there appear characteristic surface irregular-
ities of the weld face, pores, and mechanically-induced dis-
continuity. At the distance z = 0.1905 m (3/4λ) these weld-

face irregularities and pores disappear, whereas the weld-
face/parent material interfaces are much more regular and
free of the characteristic unevenness observed after welding
without the assistance of ultrasonic vibrations. The wall of
the waveguide touching the weld face shows characteristic
scorches which are evidence that the argon protection was
unstable.

The best uniformity of the weld-face is obtained when the
node of the ultrasonic vibration wave is at z = 0.1905 m
(3/4λ) – Fig. 5c. In order to prevent the frequencies of the al-
ternating electric current and of the mechanical vibration from
superposing, we decided to use a DC supply, even though it
is not usually used in welding aluminum alloys. Fig. 6 shows
photographs of the welds obtained by the TIG DC method.
The oxidized surface of the weld produced without the partic-
ipation of vibrations (Fig. 6a) was cracked, which is natural in
DC welding (no cathodal scattering effect). Such cracks were
not observed in welding with the assistance of ultrasonic vi-
brations applied in the compressive stress activity region at
z = 0.1905 m (3/4λ). This has never been obtained earlier in
DC welding.

After the ultrasound-assisted welding, the weld-face
showed considerable unevenness at the distance z = 0.127 m
(1/2λ) from the fixed waveguide end (Fig. 6b), whereas at
the distance z = 0.1905 m (3/4λ) the weld-face had a longi-
tudinal concavity which could occur due to the compressive
stresses induced at the node of the ultrasonic wave in this
zone (Fig. 6c).

The appearance of a surface-weld obtained by MIG weld-
ing is shown in Fig. 7 (the face of the welds was about 8 mm
wide and about 4 mm deep). We can see that the weld face
appearance evidently depends on the phase of the standing
wave established in the waveguide.

a) b) c)

Fig. 5. TIG AC produced weld: (a) without vibrations (b) assisted with ultrasonic vibrations in the 0.127 m (1/2λ) region, and (c) with
vibrations in the 0.1905 m region (3/4λ)

a) b) c)

Fig. 6. TIG DC produced weld: (a) without vibrations within the (b) assisted with ultrasonic vibrations in the 0.127 m (1/2λ) region, and
(c) with vibrations in the 0.1905m region (3/4λ)
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a) b) c)

Fig. 7. MIG produced weld: (a) without vibrations (b) assisted with ultrasonic vibrations in the 0.127 m (1/2λ) region, and (c) with vibrations
in the 0.1905 m region (3/4λ)

a)

b)

c)

Fig. 8. Profile of the weld obtained by the MIG method (a) with-
out the vibrations, (b) with ultrasonic vibrations within the region
z = 0.127 m (1/2λ), and (c) with ultrasonic vibrations in the region

z = 0.1905 m (3/4λ)

Figure 8 shows the profiles of the MIG welds with vis-
ible caves at z = 0.1905 m (Fig. 8c) and a “saw-toothed”
vibration-induced discontinuity of the weld-face (Fig. 8b)
which probably occurred as a result of the action of mechan-
ical vibrations. The weld obtained by the MIG method has
the face with a considerable height which varies with the co-
ordinate z. At the distance z = 0.1905 m from the fixed
waveguide end the weld face is caved into a depth of about

1 mm (Fig. 8c), whereas at z = 0.127 m it becomes discontin-
uous probably as a result of the ultrasonic vibration-induced
deformation reaching a maximum (Fig. 8b).

The face of the weld obtained without the participation of
ultrasounds has a constant height of about 2.5 mm. Pores are
visible along its entire length, and they are much more numer-
ous than those observed after the vibration-assisted welding.

The MIG and TIG welds were subjected to metallographic
measurements. The cross-sections of these welds selected and
appropriately prepared for these measurements (z = 0.127
and z = 0.1905 m), Figs. 9–17, were observed in a micro-
scope and subjected to microhardness measurements.

Figures 12 and 13 are photographs of the structure of
the TIG AC and TIG DC fusion welds, respectively. We
can see that the TIG AC fusion produced without the ultra-
sound assistance (Fig. 12a) contains a considerable number
of gaseous pores. The face of the ultrasound-assisted TIG DC
weld (Fig. 12b) is characteristically caved at a distance of
190.5nm from the waveguide front end, but the weld grains
do not show the directionality observed when the welding
process is conducted without the participation of ultrasonic
vibrations. In the TIG DC fusion (Fig. 13b) the introduction of
ultrasounds results in well-marked changes in the bead struc-
ture occurring at a distance of 0.127 m from the waveguide
front end. In both TIG AC/DC and MIG welds, the welding
faces are cracked and porous, with the welding face spallings
and discontinuities (Figs. 8b, 11b, 12b and 13b).

a) b) c)

Fig. 9. Cross-section of the TIG AC welds: (a) without ultrasounds, (b) with the participation of ultrasounds at z = 0.127 m (1/2λ), and
(c) with the participation of ultrasounds at z=0.1905m (3/4λ), visible scale-1 mm/div
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a) b) c)

Fig. 10. Cross-section of the TIG DC welds: (a) without ultrasounds, (b) with the participation of ultrasounds at z = 0.127 m (1/2λ), and
(c) with the participation of ultrasounds at z = 0.1905 m (3/4λ), visible scale-1 mm/div

a) b) c)

Fig. 11. Cross-section of the MIG welds: (a) without ultrasounds, (b) with the participation of ultrasounds at z = 0.127 m (1/2λ), and (c)
with the participation of ultrasounds at z = 0.1905 m (3/4λ), visible scale-1 mm/div

a) b) c)

Fig. 12. Micrograph of the TIG AC welds: (a) without ultrasounds, (b) with the participation of ultrasounds z = 0.127 m (1/2λ), and (c)
with the participation of ultrasounds z = 0.1905 m (3/4λ)

a) b) c)

Fig. 13. Micrograph of the TIG DC welds: (a) without ultrasounds, (b) with the participation of ultrasounds z=0.127m (1/2λ), and (c) with
the participation of ultrasounds z=0.1905m (3/4λ)
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a) b) c)

Fig. 14. Micrograph of the MIG welds: (a) without ultrasounds, (b) with the participation of ultrasounds z = 0.127 m (1/2λ), and (c) with
the participation of ultrasounds z = 0.1905 m (3/4λ)

Fig. 15. Si and Cu concentrations in the cross-section weld produced by the MIG method without the ultrasounds

Fig. 16. Si and Cu concentrations in the MIG the cross-section weld obtained with the ultrasound assistance, z = 0.127 m

In MIG welding the subsequent stages of solidification
of the molten pool are well visible (Fig. 14b) – they are
represented by the lighter-color lines arranged circumferen-
tially at every few µm beginning from the fusion line up
to the weld face boundary. The microscopic observations

have shown that the welds have a band-structure, especially
after the MIG processes. We decided to examine their cross-
sections welds morphology by SEM+EDX JSM-7600F, JEOL
Co (Figs. 15–21).
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Fig. 17. Si and Cu concentrations in the MIG the cross-section weld obtained with the ultrasound assistance, z = 0.1905 m

Fig. 18. Si and Cu concentrations in the cross-section weld produced by the TIG AC without the ultrasounds

Fig. 19. Si and Cu concentrations in the TIG AC the cross-section weld obtained with the ultrasound assistance, z = 0.1905 m
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Fig. 20. Si and Cu concentrations in the cross-section weld produced by the TIG DC without the ultrasounds

Fig. 21. Si and Cu concentrations in the TIG DC the cross-section weld obtained with the ultrasound assistance, z = 0.1905 m

It can be seen that within the bands the concentrations
of silicon and copper are increased, especially in MIG welds
obtained with the participation of ultrasounds at z = 0.127 m
(Fig. 16). The band structure also occurs at z = 0.1905 m
but here it is not so marked (Fig. 17). At the nodes of the vi-
bration wave the structure appeared to be more advantageous
than at its maximum displacement. The structures obtained
after the TIG AC/DC welding behave in the same manner. In
Figs. 18–21 we can see that Si and Cu have precipitated from
the solid solution. This effect occurs in both AC- and DC-
welded samples, but in DC welding it is especially intensive.
As already mentioned, the DC welding is not used for alu-
minum alloys because of the difficulties with the removal of
aluminum oxide, but when the welding process is conducted
with the participation of mechanical vibrations, it is possi-
ble to obtain an acceptable structure free of the characteristic
porosity (Fig. 10c). As can be seen in the photographs of the
welds, the phase of the ultrasonic wave has an essential effect
on the appearance of the face of the weld, on its width, and
on the height of the excess weld metal. Referring to the the-

oretical shape of an ultrasonic wave shown in Figs. 1 and 2,
we can see that the critical changes occur in the vicinity of
its nodes and near its maximum displacement.

We can also notice that the weld has become scorched
in the maximum displacement regions (at the mid-length of
the waveguide - z=0.127m) in both the TIG, and MIG welds.
These scorches are evidence that the gaseous protection was
insufficient. It can therefore be supposed that, in these re-
gions, the ultrasonic vibrations induce an effect similar to the
lateral suction of air, so that the argon blown from the torch
gas nozzle (11 l/min in TIG and 17 l/min in MIG) appears
insufficient to ensure the effective protection. It is probable
that this effect is due to the ‘air cushion’ formed as a result
of the acoustic pressure of the vibrations. This is of course
an undesired process and it is enhanced at the maxima of the
vibration wave where in addition we have discontinuities of
the weld face due to metallurgical de-cohesion of the mater-
ial. It has also appeared that the shape and the proportion of
the dimensions of the MIG and TIG welds vary depending on
the co-ordinate z. Fig. 22 show these relationships.
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Fig. 22. Width of weld face B and penetration depth H for TIG (a) and (b) MIG welds: B – weld face with, H – depth of root penetration,
U – with ultrasounds, W – without ultrasounds

Fig. 23. Hardness distributions on transverse cross-sections of the welds produced by (U - with the assistance of ultrasounds, W-without
ultrasounds, div-divisions on the x axis: (a) U – 150 µm/div, W-210 µm/div, (b) U – 210 µm/div, W – 180 µm/div, (c) U – 180 µm/div,
W – 210 Mm/div, (d) U – 210 µm/div, W – 210 µm/div, (e) U – 230 µm/div, W – 240 µm/div, and (f) U – 250 µm/div, W – 250 µm/div

Hardness was measured by the Vickers method under a
load of 100 g. The hardness distributions on the character-
istic cross-sections of the welds are shown in Fig. 23. Each
point on the diagrams is the average calculated from 4 mea-
surements. We can see from this figure that the ultrasounds

increase the uniformity of the hardness distribution, irrespec-
tive of the measurement co-ordinate z, but in general, they de-
crease the hardness values, regardless of the welding method
employed and the co-ordinate z. An exception is the case of
the TIG AC weld shown in Fig. 23d,e which, when compared
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with the TIG DC weld shown in Fig. 23e, shows something
quite opposite. There are two places in HAZ were the micro-
hardness instantly dropping down.

4. Discussion

To interpret properly the structure of the characteristic re-
gions of the welds obtained by the TIG and MIG methods we
analyzed the conditions that prevailed during the thermal cy-
cles to which the materials were subjected. The temperature
distribution of the interest region laying at distance z from
heat source was calculated using conventional formula for the
semi infinity body, quasi-stationary temperature distribution,
considering the concentrated heat source [27–30].

The changes of the temperature were evaluated in depen-
dence on the welding process parameters adopted in the ex-
periments, the thermal properties of the 2017 alloy, and the
co-ordinate z. Figure 24 shows the results of the analysis, from
which it follows that the distance between the crystallization
fronts, at a depth of y = 0.001 m (1 mm) beneath the outside
surface (the depth at which metallographic cross-sections are
usually prepared) is 0.0033 m (3.3 mm) in the TIG welding,
and above 0.001 m (1 mm) in MIG.

a)

b)

Fig. 24. Distribution of the temperature in TIG (a) and MIG weld-
ing (b)

The results presented above do not take into account the
heat exchange with the environment or radiation and, thus,
they are estimates of the upper limit of the possible values.
Nevertheless we can try to draw some conclusions by con-
fronting the structures shown in Figs. 12b and 13b with the
results of the analysis. We can clearly see from this confronta-
tion that, especially in ultrasound-enhanced MIG welding, the
distance between the successive crystallization fronts can be
estimated at 0.0005 m (0.5 mm) which is half the distance in-
ferred from Fig. 24b. It is of course not obvious at this stage
of our experiments that this distance decreased thanks to the
participation of ultrasounds, but this seems possible.

In the case of TIG welding, the diagram of Fig. 24a sug-
gests that this distance is about 0.0033 m, a value comparable
with the depth of the fusion-weld (Figs. 12b and 13b). The
results of the thermal analysis cannot reliably be compared
with the TIG structure, since, probably, the amount of the
liquid phase in the molten pool is here not large enough to
let the phenomena that permit manifesting the crystallization
fronts to take place.

It is also worth noting that, during free solidification
of the weld obtained without the participation of ultra-
sounds, no sequence of the crystallization fronts is observed
(Figs. 12a, 13a). It is probable that the high-power ultrason-
ic vibrations alter the dynamics of free solidification during
which the crystallization fronts are mechanically disintegrat-
ed. Another reason may be that, as a result of the vibrations,
all the alloying constituents and impurities tend to settle on
the boundaries of the successive crystallization fronts.

Our experiments have shown that the advantageous effects
can only be achieved when the ultrasonic vibrations are in the
3/4λ phase (z = 0.1905 m) i.e., at the vibration nodes. At the
distances corresponding to the vibration maximum displace-
ment (1/2λ, z = 0.127 m), the weld-face is de-cohered to
the disqualifying degree, and its structure becomes marked-
ly band-shaped with clearly visible crystallization fronts. The
saw-toothed discontinuities of the weld-face (Figs. 6b, 7b,
and 8b) are probably due to the substitutive stresses σZ whose
magnitude is about 10–13 MPa (Fig. 2). At an elevated tem-
perature this results in the cohesion of the weld-face material
being exceeded.

5. Conclusions

• In ultrasound-assisted welding, the weld quality can only
be improved if the substitutive stresses σR are compres-
sive, at the faze 3/4λ nodes. If this is so, we achieve an
advantageous refining of the material, the porosity is re-
duced, and no mechanical de-cohesion of the weld-face
occurs. Moreover the hardness of the heat affected zone
(HAZ) decreases. In TIG welding the face of the weld is
narrower but its penetration depth increases, whereas in
MIG welding the converse holds true.

• At the maximum displacement of the vibrations, i.e., at
faze 1/2λ and λ, the weld-face undergoes mechanical de-
cohesion, the gaseous protection becomes ineffective, and
the solidified material has a band-structure. Another effect
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observed during the ultrasound-assisted arc MIG and TIG
welding of the 2017A alloy is the precipitation of silicon
and copper from the solid solution, chiefly at the maxi-
mum displacement of the vibration wave (faze 3/4λ). In
TIG welding, the face width and weld penetration depth
increase, whereas after MIG welding the face is narrower.
No good shielding gas protection can be achieved during
welding process.
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